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	IMPORTER & DISTRIBUTOR:

Mr. Mark FRANZI

Aerolift Australia Pty Ltd
	WAREHOUSE LOCATION:

P.O.Box 162
Canungra Queensland
AUSTRALIA 4275

	AIRCRAFT TYPE and CATEGORY GROUP:

•   CAO 95.55 para 1.6 AUF accepted certificated factory built aircraft imported from Czech Republic. Note: The MTOW for the factory built aircraft if AUF registered is available in 450 kg, 472.5kg, 544kg and 580kg (depending on model).

	GENERAL AIRCRAFT DESCRIPTION:

Normally configured two side-by-side seat all-metal, low wing with two position Fowler type flaps and tricycle landing gear. Two 32 litre integral fuel tanks in the wing centre section, additional 2x13l tanks available (total max. 90l). Designed and manufactured in Czech Republic, EU.
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	ENGINE & PROPELLER OPTIONS
· Rotax 912 UL liquid cooled 4 cyl engine 80 hp

· Rotax 912 UL-S liquid cooled 4 cyl engine 100 hp
· Rotax 914 UL liquid cooled 4 cyl engine 115 hp turbo
· Propeller: Fixed or on ground adjustable; in flight variable speed or constant speed, 2 or 3 blade


	OTHER OPTIONS AVAILABLE:
· Retractable undercarriage 

· Leather interior, metallic paint

· Glass cockpit (EFIS+EMS)

· Autopilot
· Special equipment versions for individual needs (hobby/flight school/tender)


	PRICES   $ Aust    GST  inclusive  

The factory built aircraft is priced from $112,000.00. Delivery approximately 12 weeks from order, dependent on options required. Price EXW Czech Republic.

The aircraft is test flown at the factory and retrimmed prior to freighting to Australia. Aircraft is then unpacked and re-assembled in Australia. Purchase price includes familiarisation flying course. 


	PERFORMANCE SPECIFICATIONS - 
SKYLEADER 500 standard  model with Rotax 912 UL:
· Performance figures are for MTOW = 580 kg 

· Max. performance cruise: 117 knots (216 km/h) TAS (5000 feet) 

· Range standard/additional tanks (at 75% power with 30 min reserve fuel): 410 nm (760km) / 567 nm (1050km)
· Endurance standard/additional tanks (economy cruise with 30 min reserve): 3.5 / 5.5 hours 

· Fuel consumption R912 UL-S (75% power): 18.5 l/hr 

· Vne: 140 knots / 260 km/h 

· Va: 84 knots / 156 km/h
· Glide ratio - engine off 18:1 at 62 kt / 115km/h
· Rate of climb (sea level): 591 ft/min at 62kt / 115 km/h
· Service ceiling: 14,764 feet 

· Take-off ground roll (short,dry grass): 160 m 

· Take-off over 15 m screen (still air): 280 m 

· Maximum crosswind capability: 15,6kt / 8m/s (in RWY direction 23,3kt – 12 m/s)
· Stall - Vso: 33 knots / 61km/h CAS 

· Landing ground roll (short, dry grass): 100 m  

· Landing over 15 m screen (still air): 250 m
	DIMENSIONAL SPECIFICATIONS - 
SKYLEADER 500 standard model, with Rotax 912 UL-S, No options included:
· Rotax 912 UL-S 100hp engine 

· Propeller: 2 blade variable speed carbon fibre with spinner 

· Length: 7.2 m 

· Wingspan: 9.9 m 

· Wing area: 11.85 m² 

· Cabin width - shoulder height: 1180mm 

· Empty weight: 303 kg 

· Maximum take off weight: 580 kg 

· Design load limit: +4G and -2G 

· Fuel capacity: 64 litres (standard); 90 litres (additional) 

· VHF radio: Icom A-210; Garmin SL40; Microair 760; etc.
· Standard instrumentation included: ASI, VSI, altimeter, fuel indicators, hour meter, charge indicator, turn & bank Indicator, compass, coolant temperature indicator, oil temperature and pressure indicator. 

· Wheel size (main): 6" 

· Tyre size (nose): 4" 

· Track: 1.78 m 



	Currency of information - This page last updated with company supplied data - September, 2009: 
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